WAHOO SKI BOAT CLUB / WAHOO SKI BOOT KLUB

P O Box 12123, Vorna Valley, 1686

Sec:  Betsie von Wielligh – Cell 083 309 9985 – E-mail: skippers@wahoo-sbc.co.za
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Surveyor’s Inspection Report – Category R
Owner & Boat Information

Owner Name:  ………..……………………………………………..  Date:  ………………………………………………..

Address:  ……………………………………………………………….  Boat Number:  ……………………………………

              ……………………………………………………………….  Boat Name:  ……………………………………….

             ………………………………………………………………..  Motor/Size:  ………………………………………..

Email Address:  ……………………………………………………..  Boat overall length:  ……………………………..

Cell Number:  ………………………………………………………..  Max number of people:  ………………………..
	Hull Inspection

Registration Number fixed on both sides      

Any alternations / modifications made                    

Bow / towing eye and stern eye (Bollards)     

Keel strip and keel strip screws (if fixed)

Joining between pontoon & Hull (If applicable)

Hull General condition
	Electrical System
No loose wiring                                                    

Check looms & trunking                                        

Battery/s & Fuel not in same compartment              

Battery/s secured                                                 

Well ventilated                                                       

No fuel lines                                                           

	Deck Inspection
Sponginess                                                         
Transom to hull connections                                   
Hatch covers secured                                           
Bilge pump (not applicable to wet-deck)                  
Testing of bilge pump                                             
Joining between pontoon & Deck (if applicable)          
	Fuel System
Approved containers / tanks                                     
Means of checking quantity                                      
No electric cables                                                  
Fuel & Battery/s not in same compartment                 
Secured down, if not in hatch                                   
Ventilated                                                            

	Steering System
Steering wheel (Bound steel – no plastic)                
Alternative steering & demonstrate                         

Hydraulic steering – check for leaks                            

Check controls and cables                                       

Steering linkages & screws                                 

Kill switch and that it works                                  
	Navigation lights (Night operation only)
Electrical wiring                                                      
Approved marine type – No motor vehicle type          
Must show correct sectors                                       
Side lights and stern light                                          
All round white anchor light                                        
On separate switches                                              

	Outboard Motor/s
Max, power not to exceed recommended power           
Rubber mountings, bushes & transom bracket             

Securely bolted, nuts & bolts not rusted                        

Properly maintained & in good running condition           

Twin installation – to be equal power                            
	Inboard Motor (If Applicable)
Compartment protected from flooding                       

Carburetor/s with flash arresters                                 

Flame proof extractor fan                                             

Remote control fire extinguishing system                       

Exhaust pipes and silencers water cooled                      

	Trailer
Check Rollers
Winch & front turn buckle
Rear fixing to trailer
Owners Name & Tel number on trailer
Boat name / Reg number on trailer
	Propellers
Properly secured with s/steel split pins
Washer / spacer & locking nut/s tightened
Blades not broken                          

Blades not severely worn down
Blades not chipped or pitted                               

	Safety Equipment 


	Approved Buoyancy Aids 
One per person + one spare
SABS / SAMSA approved
Foam not compressed or damaged
Not faded, torn or damaged
Reflective tape (don’t mark on tape)
Whistle attached
Ties fixed & long enough
In general good condition
First Aid Kit
First Aid Kit manual
Torch & batteries (operating at night only)
Bilge pump required if vessel is >7m long
Tools for emergency repair
Watertight capsize bottle (not for Cat R)
Suitable Air bellow (hand pump) applicable to RIB’s

	Suitable Fire Extinguisher/s
One per outboard motor
SABS Approved & Not expired
At least 1,5kg dry powder
Fixed horizontally and not vertically
Easy reachable & not close to motors
Patent Anchor, Chain & Rope
Chain = 5m for vessel > 6m long
Chain = 3m for vessel < 6m long
Rope = At least 50m Long
Weak link

2 x Oars (only for single motor)
Capsize rope (applicable to RIB’s)
Spares, i.e. split pin, spark plugs, fuse, etc
 

	All Safety equipment, i.e. Buoyancy aids / life jackets, fire extinguisher, oars/paddles, first aid kit, anchor, torch, etc need to be marked clearly with a permanent pen (Boat Registration Number)











